KERGUI -SMART

SOLUTION DOMOTIQUE COMPLETE

Keurgui Smart démocratise la Domotique au Sénégal !

Valorisez toutes vos offres Internet Fixes en offrant notre hardware/solution domotique Keurgui Smart. Notre produit est Intelligent, accessible,
a large spectre d’applications, avec une extension quasi illimitée, car il intégre facilement les innovations, pour le confort, la sécurité et le
bonheur de vos clients, particuliers et professionnels. Nous vous invitons a tester nos produits ou a équiper un batiment-témoin.

Clients ciblés: particuliers — promoteurs immobiliers — Hétels — Autres.

Veulillez lire ce catalogue des composants du systeme.

e Controle intelligent de I'éclairage e Sécurité Intelligente e |nstallation rapide / sans démolition
e Economie d’Energie e Serrure Electronique ® Fonctionne méme sans Internet, via le LAN

e Smart control de divers objets ¢ Vidéo / Intercom e Disponibilité des piéces de rechange




A PROPOS DU PARTENAIRE WUI’an

Waulian is a professional manufacturer and supplier for Smart Home products and solutions. Founded in 2009, Wulian has developed into the
leader in Smart Home industry worldwide with advanced R&D strength, comprehensive product categories and integrated system. The current
products and solutions cover a wide range including Energy-Efficient Lighting, Security Supervision, Home Appliances Management,

Environmental Detection, and more.

In 2015, Wulian joined the ZigBee Alliance as Promoter and Director of Board, actively participating in defining and promoting global loT
standards.

WULIAN® UN FOURNISSEUR TECHNIQUE REPUTE ET
MEMBRE DE ZIGBEE® ALLIANCE.

DES EQUIPEMENTS QUI ONT FAIT LEUR PREUVE DANS
PLUS DE 50 PAYS.

- /




TECHNOLOGIE

ZigBee Wireless Technology

Low Low Power Low Date
Complexity Consumption Rate

@ ZigBee'
Member
Buiding

ZigBee is the only global, standards-based
wireless solution that can conveniently and
affordably control the widest range of

devices to improve comfort, security and Zidee®’ une Technoloqie Flable |

convenience for consumers.

Two-Way Close Ad Hoc High
Communication Distance Network Security
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OFFRE DE PARTENARIAT

0|0

INSTALLATION & SHOW ROOM &
MAINTENANCE SERVICES CENTER

DISTRIBUTION

En partenariat avec Wulian (fabricant chinois réputé), nous vous donnons l'opportunité de diversifier vos offres. Rejoignez-nous pour
exploiter cette opportunité de démocratisation de la domotique dans nos pays. Le hardware ainsi que la solution domotique de Wulian ajoutent de
la valeur a vos offres internet Fixe, (vendus en option, ou toute autre méthode). Pour les clients, I'offre domotique Keurgui-Smart apportera du
Confort, de la Sécurité et de I'intelligence dans les réalisations immobiliéres, dans nos foyers et lieux professionnels.

Orange pourrait assurer la:

> Distribution / visibilité dans les Showroom & Boutiques :

e Vous Gagnez de I'argent en devenant Co-distributeur des produits et solution de KeurguiSmart — Wulian.
e Vous augmentez les chances de vendre davantage vos produits Internet/Fixe.

> Nous nous chargerons de :

e La relation et le suivi avec le fabricant, pour une customisation adaptée.
e Installation chez les clients

e Maintenance

e Formation des autres équipes d’installation

Nous sommes passionnés et créatifs ! En collaborant avec nous, vous diversifiez vos offres .
Merci de lire ce document et de nous contacter pour un complément d’informations.

Cordialement.




[ UN SYSTEME INTELLIGENT, }
COMPLET ET EVOLUTIF.
K a Avec w ULIAI@

ERGUi
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SERRURE ELECTRONIQUE

INTELLIGENTE
L’ invnovatiow et la Sécurite commencent ?

auyx portey !
' KERGUI .SmART

avec WULIAN®

' Bern loT Doorlock Features

1. Communication Mode: |[EEE 802.15 .4 (ZigBee/SmartRoom).

2. Support multiple unlocking methods: Remote method: smart phone / NFC / Remote
controller; Local method such as passwords /cards / keys; DIY door open method: user scan
set double safe protection, [door open with both fingerprint and passwords].

. Support Linkage control: link certain Scenes, [Door open, back home scene / Door close,
leave home scene].

. Support touch wake and illegal operation locked to ensure security.

. Super lock cylinder; ANZ2 stainless steel lock bolt.

. Ultra-low power consumption, long endurance.

7. Traditional key unlocking way reserved;

2

[SX T4 ) I =5

Power Parameter: DC gV

Battery Type: 8 AA Battery (4 for backup)

Standby Current: < A0pA

Emergency Power Supply: Micro USB

Unlocking Mode: Fingerprint, Key, Password, NFC Card(optional)

Maximum Mumber of Cards: 3 with door lock

Number of fingerprint: 60 user * 5 fingerprint

Installation Method: Fix by screws

Working Temperature/Humidity: -20°C~+50°C / =95%RH(noncondensing)

Matenal & Color: Sliver / Black / Champagne Gold / Red Coper
Smart lock with multiple unlocking methods. It widely applies Fatkng Dimenstansdl i AsRstrlon i)
to home, hotel apartment and office, smart and convenient. MNet Weight: 5680g

Gross Weight: 6420g

[ @ contact@bluegreen-universal.com (2) contact@proxiphone.com ]
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VIDEO INTERCOM INTELLIGENT ‘ K -
12“
®

Smart Door Guardian (720P)

It integrates visual door bell and smart camera. After determining
the identity of the visitor, user can unlock remotely.

It widely applies to smart community, hotel apartment and office,
smart and convenient..

wec WULIAN®

KERGUI - S'MATZT‘

1. Communication Mode: IEEE 802 15 4 (Z7igBee/SmartRoom).

2. Unlike common smart odor peepholes, which need display screen to co work, Wulian door guardian is a

hybrid of traditional door peephole and smart camera.

3. When used as doorbell, users can receive visiting info even far away from home via phones and can view
video to check who is coming. Users can also have the freedom to choose whether to receive visiting info
under "Leave-Home Mode" or "Security Mode”.

4 Smart camera: professional security camera, 1 2 07 wide angle; 100W HD pixels; support remote check and
video talk; once recewving visiting info, users can choose video talk or voice intercom.

5. Night vision: 120%infrared light compensation; Can be used in dark nights.

6. Motion detection take video recording for 10s when unknown people approach within 2 meters ;Push
menitoring video into mobile phone immediately.

T. Low power consumption and ultra-long battery life which is 3-10 times longer than common smart door peepholes.

8. High strength zinc alloy cover, smooth and wear resistant; Compression casting, solid and durable.

Power Parameter:
Battery Type:
Standby Current:
Networking Mode:
Image Quality:
Detecting Range:
Infrared Night Vision:
Installation Method:

Working Temperature/Humidity:

Material & Color:
Packing Dimensions (L*W*H):
Gross Weight:

DC 42V

Lithium Battery

14W

WiFi

T720P

Sector Domain (3m in front of the probe)
Support

Fix by screws or 3M rubber

- 10°C~ + 45°C/ = 95%RH{noncondensing)
Zinc Alloy+ ABS +PC, Rose Gold
294+119+82(mm)

1110g
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K a wec WULIAN®

I Smart Door Bell Button ERGUI
Features -

-
1. Communication Mode: |IEEE B02 15 4 (FigBee/SmartRoom). / ;
2. Can be used together with Smart Door Bell and controlled p
remotely. E |
3. Small size, no wiring, portable. m
4. Low power consumption, energy saving. v L
5. Timely local and remote receipt of information. |
6. Adopt high impact-resisting materials, solid and durable. \_
37mm | |
L &)
14.5mm
Parameter
Power Parameter: DC 3V, CR2450*1
Standby Current: =0.5pA
Installation Method: Wall-hanging Type, Portable Type
WL-ZOEWBPW-D-02 . 5 :
Working Temperature/Humidity: - 10°C~ + 45°C/ =95%RH(noncondensing)
It can be used together with Smart Door Bell and controlled Matenal & Color: PC + ABS white
remOtEty' I 1 ETES sy 5] Tk
Vit intarmation will b posticd voAppras well Dimensions (L*W=H): Cover 92+54*20(mm) Body 63*37+15.5(mm)
It widely applies to smart community, hotel apartment and office, Net Weight 50g
smart and convenient. Gross Weight 70g

[ @ contact@bluegreen-universal.com (2)contact@proxiphone.com J
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® Smart Door Bell

It can be used together with Smart Door Bell Button and mobile
terminals will receive message in time.

It widely applies to smart community, hotel apartment and office,
smart and convenient.

K2

Avec w ULIAW

ERGUI

Features

1. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).
2. Used with door bell button; Get prompts on phone.
3. Can bind with other devices to realize linkage.

4. Easy to install and operate.
5. A variety of ringtones to select.

Param

{T}

4o
(i)

'.Zn

Power Parameter:

Standby Current:

Max Power Consumption:

Alarm Decibel:

Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions (diameter*thickness):

MNet Weight

Gross Weight

Systemn Indicator
Status Indicator

Multi-Functional Key Power Port

100-240V AC, 50/60 Hz

=0.6w

2W

Adjustable

Ceiling-mounted Type, Wall-hanging Type
- 10°C~ + 45°C/ =95%RH(noncondensing)
PC .white

98*45(mm)

90g

330g
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SMART SECURITY K a

ERGUI

Avec w ULIAW

Features
1. Communication Mode: |[EEE 802.15.4 IEEE 802.11 b/g/n.
2. Smart gateway and camera.
3. HD optical lens, 1080p. stable image.
4 Support infrared night wvision, local storage, client terminal video recording and playback.
5. Support Two-way voice.
6. Support motion detection and alarm.
7. High quality image compression, clear remote viewing.
8. Support multi-user sharing and visit.
Parameter
Power Parameter: AC/DC Adaptor DC 5V, 1A
Overall Power Consumption: =3W
Resolution: 1080P
Rotation Angle: Pan: 360°, Tilt: > 180° (manual operation)
IR Night Vision Distance: 5m
Local Storage Micro SD Card(max 128G
WL-ZAVMDPW-C411121-01 i ( )
Image Rollover: 180°
As a HD camera with gateway function, it supports two-way Wireless Access Mode: WiFi
voice; User can view real-time condition via App; It applies to : : : =
b bvieaiicor Emilismens hers il isoicatbe iscd o Horme: Installation Method: Mabile Type, Celling-mounted Type, Wall-mounted Type
security. Working Temperature/Humidity: -20°C~+45°C / =95%RH(noncondensing)
Material & Color: PC+ABS, White + Blue Silicone Ring
Dimensions (L*W#H): 70%70%114 (mm)
Net Weight: 140g

Gross Weight: 370g



® Cylincam

Itifunctional CAMERA
An Ihteﬂlgent GATEWAY

Remot ack and Visit through App

0.000

WL-ZAVMDMS-C322121-01

It is a FHD camera integrating gateway and environment
monitor, which applies to family care, classroom monitoring,
shop care, etc.

K2

Avec w ULIAM®

Features

ERGUI

1. Communication Mode: IEEE 802 .15 4 (Z/igBee/SmartRoom), [EEE 802 11b/g/n.
2. 1080P camera with gateway function : wide-angle all glass lens and, horizontal angle
100° night-vision ; Support video recording locally or via App; Users can check and playback the video.
3. 360 ° unlimited rotation; Free setting of rotating directions via App; four presetting directions; choose
important locations you want to monitor, and restore to the chosen location with one-button control.
4. Support motion detection: once exception happens, send alarming message to user's mobile phone.
5. Voice intercom: Users can talk with family without any delay and get closer with family members.
6. Intelligent family contrel center: control household smart devices like lightings, electrical appliances,

cameras, thermostat, air purifier, etc.

7. Family environment monitor: real-time monitor temperature and humidity, CO2, VOC, PM2 5. Support
air quality broadcasting locally or message push via App.
8. Smart lighting: change colors and indicate air quality level and also vivify user's life. Users can switch on

or off this function.

Parameter

Power Parameter:
Resolution:

Rotation Angle(PTZ):

IR Night Vision Distance:
Storage:

Installation Method:

Working Temperature/Humidity:

Material & Color:
Dimensions (diametersheight);

MNet Weight:

Gross Weight:

DC 12V 2A, AC/DC Adapter
1080P (Max)

Horizontal 100°

5m

TF card (max 128G)

Mobile Type

-20°C~+60°C / =85%RH{noncondensing)
Aluminum Alloy + PC, Silver
©70*150 (mm)

620g

900g
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K2

ERGUI

B Smart PIR Motion Detector wee WULIAN®

Features

1. Alarm in time at the detection of moving objects.

2. Link with other security devices for multiple defenses.

3 Wireless alarm, quick response.

4 Strong anti-interference ability with low false alarm rate.
5. Free adjustment of detecting range.

Parameter
| Power Parameter: DC 3V

Battery Type: CR2 battery*1
| Standby Current: 15pA

Detection Angle: Ellipse with a Major Axis of Bm and a Minor Axis 3.5m
| Detection Sensitivity: One-shot

Detection Speed: 0.2 ~35m/s

WL-ZSPWBPW-PI11-02 | Installation Height: 23-4m

Installation Method: Base-fixed
As a security device, preset alarm will be triggered when detected | Working Temperature/Humidity: ~ -10°C~+45°C / <95%RH(noncondensing)
bregk—m and ;-‘.ent to phone at the same time: _ ., PC, White
It widely applies to smart community, hotel apartment and office,
convenient and safe. | Dimensions (diameter*thickness):  64*38 (mm)
| Net Weight: 50g
| Gross Weight: 160g
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1. Communication Mode:|[EEEB02.15.4(Zighee /SmartRoom)

2.1t can set up defense with other security devices through scene management and alarm in
sound and light.

3. Alarm through wireless transmission, quick response.

4. Strong anti-interference ability, low false alarm rate.

5. Set up or withdraw defense through local or remote control.

¥ Smart Sound Warner

||

Sound Warner

Features

Systern Indicator

Mo Wiring Mesded Sound Alarm Area

Easy ta Instal

Linkage with Detectors
Realize Lecal Alarm

Light Alarmn Area

e e P

7
5 Wiiar //

=

Parameter Multi-Functional Key
Power Parameter: 100-240V AC, 50/60Hz
WIL-ZSPCNPW-AL-01 Standby Power Consumption: =1w
Alarm Decibel: =85dB@1m
As a device in security system, it can bind with other devices to Installation Method: Ceiling type
send SO“"F* and light alarm when the signal is triggered. Working Temperature/Humidity: -10°C ~+45°C / =95%RH{noncondensing)
Apply to ZigBee Smart Home Network. - :
Matenal & Color: PC, White
Dimensions({ L*W=H): 98+32(mm)
MNet Weight: 80g
Gross Weight: 330g
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"KERGUI -SMART wec WULIAN®

B Smart Smoke Detector Goatires

1. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).

2. Smoke detector for family use; can be used independently as a photo electrical smoke
detector ; when smoke concentration exceeds alarming value send light and sound warning
locally.

3. Can be connected into alarming sirens; When one siren rings alarm, others will ring together
to make dangerous situation be notified.

4 Easy for onsite testing. Press test switch, light and sound signal will be sent if the device works

well.
5. Work independently by 9V battery; send reminding message in low battery or when battery is
not installed.
Parameter
Power Parameter: DC 3V
Quiescent Current: =15uA
Power Supply: Alkaline battery*1—— (Energizer)
Model: ENERGIZER 522
JTY]-GD-2690/W Alarm Current: Max. 40mA (relay operation, audio output)
Installation Method: Mobile Type
It is a smoke detector for family use; can be used independently as Working Temperature/Humidity: -10°C~+55°C / 5%~ 93%RH(noncondensing)
a photoelectrical smoke detector. ) _ )
When smoke concentration exceeds alarming value, send light Material & Color: PC. White
and sound warning locally. Dimensions( L*W=H): 133+55(mm)
Net Weight: 200g
Gross Weight: 275g
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B Smart Gas Detector

e A
4u$NNN&Mﬂv
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WL-ZSPCNPW-CG-03

It can realize linkage alarm with other devices to detect gas

leakage and applies to kitchen, bathroom where needs gas.

K2

Features

ERGUI Avec WULIAM®

1. Communication Mode: IEEE 802 15 4 (ZigBee/SmartRoom).
2_It can realize linkage alarm with other devices to detect gas leakage.

3. Send alarm information in time.

4 Reliable operation, stable performance and low false alarm rate.
5. Strong anti-interference ability, automatic adjustment of sensitivity.

Parameter

Power Parameter:

Maximum Power Consumption:
Standby Power Consumption:
Alarm Decibel

Alarm Concentration:

Detecting Gas type:

Detection Mode:

Communication Distance:

Installation Method:

Working Temperature/Humidity:

Material & Color:

Dimensions(diameter*thickness):

Met Weight:

Gross Weight:

100-240V AC, 50/60Hz

< bw
< 3w
> 80dB@1m

O%LEL+1%

Natural Gas, Liquefied Gas

Catalyst Contact Combustion Type Sensor

300m (depend on specific environmental conditions)
Sidewall Type. Ceiling Type

-10°C ~+45°C =95%RH(noncondensing)

PC, White

98+*45(mm)

115g

320g
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ERGUI

B Smart Automatic Manipulator P Atk

1. Communication Mode: IEEE 802.15 .4 (ZigBee/SmartRoom).

2. Work with water/gas leakage sensor to turn on/off the valve.

3. Easy maintenance, accurate control with manual calibration function.

4. Accurate structure with excellent air tightness and high safety level.

5. Stylish design.

Clutch Button

-~ Slide Knob Of Battery Cover

System Indicator—

Multi-Functional Key —-

Battery Cover
-Swivel Arm
DC 5V Power Port
Hexagon Bol
Parameter
. Power Parameter: 6Y (4*AA Battery);DC 5V 1A(AC/DC Adapter)
Standby Power Consumption: 2.3uA
Working Current: 330mA
Torque: 35kg-cm
It can work with water/gas leakage sensor to turn on/off the valve Installation Method: In the gas pipe
i prtcek iy, Woarking Temperature/Humidity: -10"C~+45°C / =95%RH{noncondensing)
Material & Color: PC, White
Dimensions{ L¥W+H): 161+70+140 (mm)
Met Weight: 380g
~ Gross Weight: 7559
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B Smart Water Leakage Sensor

K a Avec w ULIAW

ERGUI

Features

1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom).

2. Wireless design, small size, easy to install.

3. Check monitoring data remotely.

4. Equipped with high-sensitive water contact probe.

5. Real-time detect indoor water leakage and timely alarm.

6. Group linkage with relevant smart devices like smart water valve to take timely measures.

Parameter

‘ Communication Mode: IEEE 802.15.4 {ZigBee{SmartRoﬂm)

. Standby Current: = 2pA

‘ Power Parameter: DC 3V

' Power Supply: CR2 battery*1
Wter Hoigt >1mm

Installation Method: Maobile Type

When there is water leakage, it can be linked with nth_er devices ‘ Working Temperature/Humidity: -10°C~+45°C / <95%RH(noncondensing)
Ezi;ﬁ;fie\trfmmg message. It applies to bathroom, kitchen, | T —— PC. White

‘ Dimensions{ L*W=H): 69429 (mm)

: Net Weight: 47g

‘ ‘Gross Weight: 155g
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Ces Hubs constituent le cerveau qui interconnecte tous les éléments

intelligents de la solution. Ils créent un réseau local indépendant qui K a
.

fonctionne avec ou sans une connexion internet. )

INTERIEUR INTELLIGENT h

ERGUI

o Smart Gateway (LAN)

v WULIAN®

Features

1. Communication Mode: IEEE-802.15.4 ZigBee/SmartRoom.

2. Multifunctional ZigBee; Smart hub to realize data transmission; Realize linkage control by
custom scene according to actual needs.

3. Control smart devices within LAN even if the Internet fails.

4. Two-way communication, real-time check status of device.

5. Strong networking ability, freely.

6. Support self-help DIY ZigBee+ strategy. energy saving and low power consumption.

7. Anti-interference, suitable for large area network.

8. AES128-bit encryption, safer communication.

Parameter
Power Parameter: DC 5V 1A, AC/DC Adaptor
Overall Power Consumption: =3W
Communication Distance: 500m (visible)
Wired Access Mode: 10/100M Auto-negotiation Ethernet WAN interface
WL-ZGWMDPB-G100-01 : z
ROM Type & Capacity: Installation SPI FLASH & 16MB
Multifunctional ZigBee gateway; Smart hub to realize data Type & Capacity: Memory DDRZ & 128M8
transmission; Realize linkage control by custom scene Method: Mobile Type
according to actual needs. . == _
It is recommended to place the product indoors in a flat open Working Temperature/Humidity: -10°C-+45°C / =95%RH(noncondensing)
place; applies to home, hotel, apartment, club, office, etc. Material & Color PC+ABS, White
Dimensions (L*W#*H): 65.2+53 (mm) (with national standard power plug)
Met Weight: 104g
Gross Weight: 450g
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Smart Gateway (LAN, AP) Features
1. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom), IEEE 802.11 b/g/n.
2. Multifunctional ZigBee gate way; Smart hub to realize data transmission; Realize linkage
control by custom scene according to actual needs.
3. Multiple access methods (LAN, AP); Create a WiFi to control devices.
4 \WiFi repeater to add coverage.
5. Two-way communication, real-time check status of device.
6. Strong networking ability, freely.
7. Support self-help DIY Zigbee+ strategy, energy saving and low power consumption.
8. Anti-interference, suitable for large area network.
9. AES128-bit encryption, safer communication.

Parameter

Power Parameter: DC 5V 2A, AC/DC Adaptor
Overall Power Consumption: =75W
Communication Distance: 500m (visible)
Wired Access Mode: 10/100M Auto-negotiation Ethernet WAN/LAN interface
WL-ZGWMDPB-G110-05 Wireless Access Mode: WiFi
Multifunctional ZigBee gateway; Smart hub to realize data R Lype & Copneiy. SPLELASH & 16MP
transmission; Memory Type & Capacity: DDRZ & 128MB
Eg:lcljz; linkage control by custom scene according to actual T — Mobile Type
It iIs recommended to place the product indoors in a flat open Working Temperature/Humidity: -10°C~+45°C / = 95%RH(noncondensing)
place, and applies to home, hotel, apartment, club, office, etc. i ks PC+ABS, Black

Dimensions (diameter*thickness):  74.5+%68 5*227 (mm)
Met Weight: 465g
Gross Weight: 938g
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 Dream Flower

Multiple Functions to Meet with Multiple Needs

WL-ZSSMDPT-DMTHNODT-G120-01

Multifunctional environment detector with integrated gateway
functions.

It is recommended to place the product indoors in a flat open
place, such as TV cabinet in the living room, screen cabinet in
the entryway, bookshelf and other furniture; applies to home,
hotel, apartment, club, office, etc.

K2

ERGUI

Features

Avec w ULIAM@

1. Communication Mode: |[EEE 802.15 4 (ZigBee/SmartRoom), IEEE 80 2 11a/b/g/n/ac |IEEE

802.3/3u.

2. Multifunctional ZigBee gateway; linkage control by App; Stylish and Elegant Design.

3. Get real-time environmental data of PM2.5/VOC/CO2/Noise by App.

4. Gesture & Tapping Control/Voice Broadcasting.

5. With 16 million colors lighting, it can be remote controlled to preset lighting mode and
switch color mode according to user's need.

6. 2.4G/5G dual band Wi-Fi, High signal coverage and Penetrating less signal interference;
Provide a standard Ethernet interface to realize secure transmission of data.

Parameter

| Power Parameter:

Standby Power Consumption:

| Hard Disk Capacity:

MNoise Decibel Range:

. CO2 Detection Concentration Range:

VOC Detection Range:

| PM2.5 Detection Range:

Installation Method:

Working Temperature/Hurmidity:

Main Body Color/Material

- Dimensions (diameter*thickness):

Net Weight:

Gross Weight:

12V 24, AC/DC Adapter

5W

32-512G (optional)

0~199dB

400-2000PPM

0-1000pphb

0~500pg/m?

Mobile Type

-10°C~+45°C / =85%RH(noncondensing)
White, PC+ABS+ Aluminum Alloy
©174x%387.6(mm)

2230g

4184g
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“ Smart Repeater

Plug and Play
Extend netwaork coverage
Keep stable signal while transmitting

WL-ZRPMNPW-G11-01

Expand ZigBee signal coverage; Can be installed in the region
where signal needs to transmitted;
It applies to large apartment, plug and play.

y\
=
®

Avec w ULIAM@
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KERGUI -SMART

Features

1. Communication Mode: I[EEE 80215 4 (ZigBee/SmartRoom)
2. Extend gateway communication coverage.

3. Stable signal transmission.

4. Direct plug-in power supply, space-saving.

5. Small size and delicate.

Parameter

Power Parameter:

Standby Power Consumption:

Wireless Communication Distance:

Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions (diameter*thickness):
MNet Weight:

Gross Weight:

¥ Systemn Indicator
bi Plug
(e Multi-Functional Key

100-240V AC, 50/60Hz
=05W

500m (visible)
Portable Type

-10°C~+45°C / =95%RH(noncondensing)
PC, White

54*54(mm)

3bg

180g
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Avec w ULIAM‘)

Smart Metallic Switch(L/L&N)

Power Parameter: 100-240V AC, 50/60H z
l Maximum Current: 10A

Maximum Resistive Load: 100V~ Max 1000W/10A(Incandescent Lamp)
240V~ Max 2400W/10A(Incandescent Lamp)

Installation Method: Wall-mounted Type

Working Temperature/Humidity: -10°C~+45°C / =95%RH(noncondensing)

Material & Color: PC + Aviation aluminum

Dimensions (L*W=*H): 86*86+*35 (mm)

. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).

. Advanced proprietary single-li-line technology. No need to do rewiring
when transform traditional home into smart ones. Ensure wide range power
matching and ensure power stability. Enable App remote control and get
feedback on/off status of switches.

. Can be connected to co-work with PIR Motion Detector, Light Senor and Product: Model: Net Weight: Gross Weight:
others. Realize “people come lights on™ or adjust light intensity according to  Smart Metallic Switch WL-ZCSWILMS-51311-01 140g 2859
indoor light. (L&LN One-Gang)

_ Support time setting, and lights can be turned on/off according to
users’ specific setting. Smart Metallic Switch WL-ZCSWLMS-51321-01 150g 293g

. Scene management: edit scenes like "Lea-Home", "Coming-Home" an thus  (L&LN Two-Gang)
control lighting d ices with one buttan to live efficiently and easily.

. Metallic cover, easy to fit into different decoration styles Smart Metallic Switch WL-ZCSWLMS-51331-01 160g 305q
. Multifunctional keys for user to DIY or self-maintain; customize your smart {L&LN Three-Gang)
home.

. No volt release protection, caring for the details of family power security.
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Smart Touch Switch(L) Parameter

Power Parameter: 100-240V AC, 50/60H z
Standby Power Consumption: =05W
Total Maximum Resistance Load: 100V~: Max.1000W/10A
Incandescent Lamp: 240V~: Max. 2400W/10A
Total Maximum Inductive/Capacitive Load 100V --:Max 650W/6.5A
Energy Saving Lamp/Fluorescent Lamp/LED 240v~: Max 1560W/6.54
Installation Method: Wall-mounted Typs
Working Temperature/Humidity: -10°C~+45°C / =95%RH(noncondensing)
Material & Color: Tempering Glass, White
Dimensions (L*W+H): 86+87+38(mm)
! Cpmmqnica’cion Mode:lEEE 802 .15 4(ZigBee/SmartRoom) Srmart Touch Switch St TaGeh Sivieeh S Tourh S
: Bldlrecpona! feedback through App. . . (One-Gang, 1] {Twes-Gan, 1y {Thres-Gang, 1)
_ It can link with Smart IR Motion Detector, Smart Light Sensor to realize WIL-ZCSWLGW-S2311-04 WLZCSWLGW-52321-04 WL-ZCSWILGW-52331-04

people come lights on; Link with light sensor to control N FF of lighting
according to light intensity automatically; Convenient and energy
saving

. Support time setting.

. Scene editing, regional management, customize return-hame and
leave-home mode by a press.

. Unigue live line technology, easy wiring and bring peace o

. With capacitive touch technology, it is safer to operate through glass
even by wet hand, which is suitable for the bathroom, laundry room ,
kitchen Net Weight: 1529 Net Weight: 170g Net Weight: 181g
Equipping with a more efficient signal processing algorithm makes the Gross Weight: 317g Gross Weight: 332g Gross Weight: 305g

signal coverage more uniform and perfect and the system more stable.
. MCU adopts iterated integral design , durable in use.

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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Smart Wall Switch(L)

M =

=y

. Communication Mode: IEEE 8§02 15 4 (ZigBee/SmartRoom).
. Bidirectional feedback through App.
It can link with Smart IR Motion Detector, Smart Light Sensor to realize

people come lights on; Link with light sensor to control ON/OFF of
lighting according to light intensity automatically; Convenient and
energy saving.

. Support time setting.
. Scene editing, regional management, customize return-home and

leave-home mode by a press.

. Unique live line technology, easy wiring and bring peace of mind.

Za

=

-~
&

—

KERGUI -.SMART

Power Parameter:
Standby Power Consumption:

Total Maximum Resistance Load:
Incandescent Lamp:

Total Maximum Inductive/Capacitive Load
Energy Saving Lamp/Fluorescent Lamp/LED
Installation Method:

Working Temperature/Humidity:

Material & Color:

Dimensions (L¥*W*H):

Smart Switch (One-Gang, L)
WL-ZCSWLPW-51311-04

Smart Switch (Two-Gang, L)
WL-ZCSWILPW-51321-04

Avec w ULIAM@

100-240V AC, 50/60H z
=0.5W

100V~: Max.1000W/10A
240V~ Max 2400W/10A

100V~:Max BS0W/6.5A

240v~: Max 1560W/6.5A

Wall-mountad Type

-10°C ~+45°C / =95%RH({noncondensing)
PC, White

86%87*40(mm)

Smart Switch (Three-Gang, L)
WL-ZCSWLPW-51331-04

Net Weight: 145g
Gross Weight: 295g

Net Weight: 160g
Gross Weight: 310g

Net Weight: 180g
Gross Weight: 332g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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Smart Touch Switch(L&N)

It is used to control lighting (L) and supports time setting/linkage
control/scene management through App. It applies to:

1. Smart lighting;

2. Lighting circuit which needs remote control;

3. Without null line in the wall.

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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Smart Wall Switch(L&N)

Power Parameter:
Standby Power Consumption:

Total Maximum Resistance Load:
Incandescent Lamp:

Total Maximum Inductive/Capacitive Load
Energy Saving Lamp/Fluorescent Lamp/LED
Installation Method:

Working Temperature/Humidity:

Material & Color:

Dimensions (L¥*W#H):

100-240V AC, 50/60H z
=05W

100V~: Max.1000W/10A
240V ~: Max.2400W/10A

100V ~Max 650W/6.5A

240v~: Max 1560W/6.5A

Wall-mounted Type

-10°C~+45°C / =95%RH(noncondensing)
PC, White

86#87+40(mm)

. Support time setting.
. Scene editing, regional management, customize return-home and

Smart Switch (One-Gang, L&N)
WL-ZCSWNPW-51311-04

Smart Switch (Two-Gang, L&N
WL-ZCSWNPW-51321-04

Smart Switch (Three-Gang, LEM)
WL-ZOSWNPW-51331-(4

. Communication Mode: IEEE 802 154 (ZigBee/SmartRoom).
_ Bidirectional feedback through App.
_ It can link with Smart IR Motion Detector, Smart Light Sensor to realize

people come lights on; Link with light sensor to control M FF of lighting
according to light intensity automatically; Convenient and energy
saving.

leave-home mode by a press. :
Net Weight: 134g

Gross Weight: 320g

Net Weight: 145g
Gross Weight: 300g

Net Weight: 162g
Gross Weight: 351g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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Smart Embedded Switch(One-Gang, L&N)

Wulian

Buzzer

—
000 ODO

Connection Port

Body of the Switch Bottom of the Body

It is used to transfer normal switch into smart lighting and
supports time setting/linkage control/scene management.

Avec w ULIAm)

1. Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).

2. Embedded design, keep the existed switch and transform traditional wall switches into
smart ones.

3. Link with scene and binding switch to achieve circuit transform.

Power Parameter: 100-240Y AC, 50/60Hz
Standby Power Consumption: =05W
Rated Current: 8A

Maximum Inductive & Capacitive Load of Total Lines: 600W for each gang

Type: Embedded Switch (16A)

Installation Method: Wall-mounted Type

Working Temperature/Humidity: -10°C~+45°C /
=95%RH(noncondensing)

Material & Color: PC, Black

Dimensions( L*W*H): A2+42%17 (mm)

Net Weight: 30g

Gross Weight: 160g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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Smart Switch

It applies to smart transform of electrical engineering in traditional

industry.

1.Lighting, HVAC, security, electric curtains, water heater, TV,
environmental monitoring, etc.

2. Intelligent office area;

3. Hotel, dormitory, apartment;

4. Distributed property.

LK ‘ S Avec WULIAM‘)

KERGUI - SMART

1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom).

2. Maxim power detection chip: more accurate and sensitive in detection of high power electrical
appliance.

3. More advance algorithm for peak hour power detection, saving energy and create green living
style.

4. Encrypted transmission executing parts to upgrade air-circuit breaker, ensuring high safety of
power use.

5. User-friendly operation like time setting, scene management, to maximally manage power use.

6. Energy statistics management to get real-time feedback pf power consumption.

7. Users can turn off family power consumption remotely via App.

8. Can be adopted by energy control system to apply into distributed and centered property
management system like apartments, hotels, offices or commercials.

Power Parameter: 100-240V AC, 50/60Hz

Standby Power Consumption: =0.5W

Rated Current: 32A

Installation Method: Guide Rail

Waorking Temperature/Humidity: -10°C ~+45°C / =95%RH(noncondensing)

Material & Color: PC, white

Dimensions( L*W=+H): 90*36+*66(mm)

Met Weight: 225g

Gross Weight: 258g

[ contact@bluegreen-universal.com - contact@proxiphone.com J
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Smart Wall Switch
(Australian Type, One-Gang, L&N)

Control Your Home from Anywhere

Even away from home, you can check and control through
terminal devices (smart phones, tablets, smart watches),

It 15 used to control lighting (L&N) and supports time
setting/linkage control/scene management.

K2

ERGUI

[ ]

. Bidirectional feedback through App.

Avec w ULIAM‘)

. Communication Mode: I[EEE 802.15 4 (ZigBee/SmartRoom).

3. It can link with Smart IR Motion Detector, Smart Light Sensor to realize people
come lights on; Link with light sensor to control ON/OFF of lighting according
to light intensity automatically; Convenient and energy saving.

. Support time setting.

(Sl =

mode by a press.

Power Parameter:

Standby Power Consumption:

Maximum Resistance Load:

Maximum Inductive & Capacitive Load:

Type:

Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions( L*W=H}):

Net Weight:

Gross Weight:

. Scene editing, regional management, customize return-home and leave-home

250V AC, 50Hz
=05W

2500W

1500W

Australian Type, One-Gang, L&N, 104
Wall-mounted Type

-10°C~+45°C / =95%RH(noncondensing)
PC+ABS, White

116.5*75*36.5 (mm)

130g

230g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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' Smart Wall Switch
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(Austra lian Type, Two-Ga ng, L&N ) 1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom).

2. Bidirectional feedback through App.

3. It can link with Smart IR Motion Detector, Smart Light Sensor to realize people
come lights on; Link with light sensor to control ON/OFF of lighting according to
light intensity automatically; Convenient and energy saving.

E iIF Design Award Winner 4. Support time setting.

5. Scene editing, regional management, customize return-home and leave-home

mode by a press.

Power Parameter:

Rated Maximum Current:
Standby Power Consumption:

Maximum Resistance Load:

Maximum Inductive & Capacitive Load:

Type:

Installation Method:

It is used to control lighting (L&N) and supports time Working Temperature/Humidity:
setting/linkage control/scene management .

Material & Color:

Dimensions( L*W*H):

MNet Weight:

Gross Weight:

[ contact@bluegreen-universal.com - contact@proxiphone.com ]

250V AC, 50Hz
104
=05W

2500W

1500w

Australian Type, Two-Gang, L&N, 10A
Wall-mounted Type

-10°C~+45°C / =95%RH(noncondensing)
PC+ABS, White

116.5+75*36.5 (mm)

130g

230g
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Smart Dimmer Switch (Australian Type, L) KERGUI . SMART

1. Communication Mode: |EEE 802 .15 4 (ZigBee/ SmartRoom)

2_ It can link with smart sensor to realize people come lights on.

3. Support time setting.

4 Scene editing, regional management, customize return-home and leave-home mode by a

wec WULIAN®

press.
Housing Main Body Inner Box
Power Parameter: 250V AC, 50Hz
Standby Power Consumption: =0.5W
Load Capability: 300W Resistive load (incandescent lamp, halogen lamp)
Minimum Load: 25w
Type: Australian Type, One-Gang, Dimmer
It can be controlled by App to adjust light intensity, and supports Installation Method: Wall-mounted Type
time setting/linkage control/scene management Working Temperature/Humidity: -10°C~+45°C / =95%RH(noncondensing)
Matenial & Color: PC+ABS, White
Dimensions( L¥W#H): 116.5*75+36.4 (mm)

[contact@blueqreen-universal.com - contact@proxiphone.com]
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POSTE DE COMMANDE SANS FIL POUR

Portes — Rideaux — divers objets du Salon, de la chambre, etc.

Smart Scene Switch

It can be used with presetting scene on the App as a remote
controller;
User can switch different customized scenes without phone;

KERSW.SHAl WL IAN®

Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).
It can be used with presetting scene on the App as a remote controller. So user can switch

different customized scenes without phone. It is operated easily to take care of family

members.

realize real-time control.

with spare batteries.

Power Parameter:
Standby Current:

Power Supply:
Bandwidth:
Communication Distance:

Installation Method:

Working Temperature/Humidity:

It can bind with several devices (Smart Switch, Smart Rainbow Bulb, Smart Curtain Motor) to

It can be installed wireless in standard cassette or on suitable plane, also carried.
Shell adopts high impact-resisting materials, solid and durable. Ultra-low power consumption

DC 3V

< JpA

CR2450*2, Button Battery

2.405~2.480GHz

100m (depend on specific environmental conditions)
Wall-mounted Type, Portable Type

-10°C~+45°C / =95%RH(noncondensing)

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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KERGUI - SMART

Des lampes LED intelligentes
géneérent pour vous des millions de
nuances de couleurs pour contribuer
a la décoration générale ou égayer

les cérémonies familiales ou les

confirm

événements sociaux en milieu

professionnel.

{ contact@bluegreen-universal.com - gd.diop@gmail.com }
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SMART CONTROL GLOBAL

Controlez tout dans votre intérieur, intelligemment !

Prises électriques - Appareils électroménagers
divers — interrupteurs — Rideaux — Fenétres — etc.

B Smart IR Transmitter (Top Emitted)

WL--ZTPWBPW-1001-02

It can convert IR signal into ZigBee signal, add traditional home
appliances to ZigBee smart home system, and replace IR remote
controllers to control appliances like TV/AC/Projector.

It widely applies to villa, smart community, hotel apartment and
office, convenient and safe.

Parameter
: Power Parameter: DC 3V, CR2 battery*1
Standby Power Consumption: TuA
Control Distance: 5m
Control Angle: 457
Installation Method: Portable Type, Base-fixed

Gross Weight: 80g

Features

1. Communication Mode: |[EEE 802.15.4 (ZigBee/SmartRoom).

2. Replace IR remote controllers, control appliances like TV/AC/Projector.
3. Delicate design, easy to install.

4 Support remote control.

5. Support time setting/linkage control/scene management.

SFem Indicator

Multi-Functional Key

Working Temperature/Humidity: 0°C~+50°C / =95%RH(noncondensing)
Matenal & Color: PC, White
Dimensions (diameter*thickness):  64*32 (mm)

Net Weight: 52g

( . .
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B Smart IR Transmitter (Side Emitted) Features
1. Communication Mode: I[EEE 802.15 4 (ZigBee/SmartRoom).

2. Replace IR remote controllers, control appliances like TV/AC/Projector.
3. Delicate design, easy to install.

4. Support remote control.

5. Support time setting/linkage control/scene management.

Multi-Functional Key

System Indicator

Magnet

= Battery Box Base

Parameter

Power Parameter: DC 3V, CR2 battery*1
WL-ZTPWBPB-E011-02 Standby Power Consumption: TuA

Control Distance: 5m
It can convert IR signal into ZigBee signal, add traditional home Control Angle: 45°
appliances to ZigBee smart home system, and replace IR remote S B T P T 2 fxed
controllers to control appliances like TV/AC/Projector. il il 2 b e e e

Working Temperature/Humidity: -10°C~+50°C / =95%RH(noncondensing)
It widely applies to villa, smart community, hotel apartment and -

Matenal & Color: PC, Black

office, convenient and safe.
Dimensions (diametersthickness):  64#*32 (mm)

Net Weight: 35g
Gross Weight: 80g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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B Smart Thermostat (USA Standard)

WL-ZTCWNPW-H2-01

It can replace the traditional temperature control panel to realize

time setting/linkage control/scene management , and widely
applies to villa, smart community, hotel apartment and office,
convenient and safe.

Features

Avec w ULIAW

1. Communication Mode: |IEEE 80215 4 (ZigBee/SmartRoom)

2. LED dot matrix display screen.
3. Touch control.

4. Support near field wake-up of the operation screen.

5. Crisp beep sound and slight touch vibration combined.
6. Metallic Frame, 2.5D Tempered Glass, E2C Coating.

7. Well-matched for American Standard HVAC System.

Parameter

Power Parameter:

Standby Current:
Communication Distance:
Range of Temperature Control:
Sensor Precision:

Installation Method:

Working Temperature/Humidity:

Material & Color:
Dimensions (L*W=*H):
MNet Weight:

| Gross Weight:

AC 24V 50-60Hz or 2*AAA battery (1.5V)
< 60mA

Max. 100m in open area (depend on specific environmental)
50°F ~90°F /10°C~32°C

= 5 7

Wall-mounted Type

-10°C ~+45°C / =95%RH(noncondensing)
PC, Black

112+138+37 (mm)

235g

430g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]



mailto:contact@bluegreen-universal.com
mailto:contact@proxiphone.com

MOTEUR DE RIDEAU

K a Avec WULIAW

ERGUI

B Smart Curtain Motor (DC) Features
— . 1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom).
2. Open or close the curtain by a touch or press on the switch panel or via App, free your

WL-ZCCEDPW-M25201

Smart Curtain Motor, supports remote/local control, time setting,
scene management and linkage control. It can control following

devices:

1. Shutter in the bedroom

2. Shutter in the high windows
3. Shutter on the balcony

hand.

3. Support time setting and linkage control to bring convenience.
4. Design of noiseless; Stop when facing with obstacles.
5. Keep the traditional operation method.

Parameter s

Power Parameter:

Standby Current:
Input Power:

Load Capacity:
Rotate Speed:
Rated Current:
Installation Method:

Working Temperature/Humidity:

Material & Color:
Dimensions (L*W#H):
Net Weight:

Gross Weight:

T
(™ ) z20vAc 50 /60Hz—
)

Track

L |

Mator-

M

=¥

~—Curtain

AC 220Vx10% 50/60Hz

=01W

S0W

50Kg

112r/min

0.34A

Clamping Hold
-10°C~+45°C / =95%RH({noncondensing)
PC, White
250+53+71 (mm)
1100g

1240g
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B Smart Curtain Switch
=

Q
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|

WL-ZCCWNPW-C111111-02

With the use of AC motor, it can realize local/remote check and
control following devices :

1.Electnical roller blinds

2 Shutter in hotel, villa, flats

3. Lift shutter in the hall

4. Electrical sunshade curtain
5.Electronic shutter

6. Honeycomb blinds & Pleated blinds
7.Shangri-La blind

8.Roman blind

9.Roller shutter door

K2

ERGUI

Avec w ULIAW

Features

1. Communication Mode: IEEE 802 .15 4 (ZigBee/SmartRoom).

2_With the use of AC motor it can realize local/remote check and control.

3.0pen or close the curtain by a touch or press on the switch panel or via App, free your hand.
4 Support time setting and linkage control to bring convenience.

Parameter
- Power Parameter: 100-240V AC50/60Hz
Load Type: AC Curtain Motor
Motor Power: 125W, 50/60Hz
Installation Method: Wall-Embedded
Waorking -10°C~+45°C / =95%RH(noncondensing)
Temperature/Humidity:
Material & Color: PC, White
Base Dimensions (L*W#H): 65* 28 (mm) (Please refer to dimension drawing for details)
Dimensions (L*W+H): B6+87+35(mm)
MNet Weight: 185g
Gross Weight: 350g

[ contact@bluegreen-universal.com - contact@proxiphone.com ]
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B Smart Embedded Curtain Switch

Buzzer

Qoo ooo

wmiIgs ¥ N

Connection Port

Body of the Switch Bottom of the Body

WL-ZCCENPB-C11020-01

Directly install it in case set of wall curtain switch , making normal
curtain switch become smart

Features

Avec w ULIAM‘)

1. Communication Mode: |[EEE 802.15.4 (ZigBee/SmartRoom).
2. Embedded design, keep the existed switch and transform traditional curtain switches into

smart ones.

3. Link with scene and binding switch to achieve circuit transform.

Parameter

Power Parameter:
Standby Power Consumption:

Rated Current:

Maotor

Working Temperature/Humidity:

Type

Installation Method:
Material & Color:
Dimensions (L*W=#H):
Net Weight:

Gross Weight:

100-240AC 50/60Hz

= 05W

16A Two Gang
240V 300W
100V 125W

-10°C ~+45°C / =95%RH(noncondensing)

Embedded Switch(16A)
Wall-mounted Type

PC/Black

42+42+17 (mm)

30g
160g
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ROBINET INTELLIGENT CONNECTE

K2
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B Smart Water Valve Features

ERGUI

1. Communication Mode: IEEE 802 15 4 (ZigBee/SmartRoom).

Power Parameter:

Standby Current:
WL-ZGPGBPG-W-01
Water Pressure:

Water Flow:

Smart Water Valve, control the water-use in the kitchen and
bathroom , Can be used irrigation system in the garden. Installation Method:

Working Temperature/Humidity:

Material & Color:
Dimensions (L*W+*H):
Net Weight:

Gross Weight:

2. Remotely turn on/off water valve and set warking time (say 25 min), will turn off
automatically in its default working time (10 min) .

3. Can be linked by light sensor / temperature & humidity sensor /Rain Sensor.

4. Timing: user can set exact working time (say every 7:00 a.m.).

Water Inlet
Main Body of Smart Water Valve—,
LED Indicator
ON Key.
Multi-Functional Key
OFF Key
Parameter Water Outlet

6V, AA battery*4

< 40pA

0.02~0.8Mpa

0.02Mpa =3L/min;0.1Mpa=12L/min;0. 8Mpa=32L
Floor-Mounted Type

-10°C ~+45°C / =95%RH(noncondensing)
PC+ABS/Grey

76+108+*87(mm)

575g

900g
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®Smart Wall Plug (European Type, Metering Type)

WL-ZSKMNPW-M3131-03

Conform to the European standard; Support remote controlling

the socket power, and get real-time data of power consumption.

Features

- Mobile type, plug and play.

=4 ) IF VI WS B

time.

7. Overload protection, safe for use.

Parameter

Power Parameter:

Maximum Rated Current:
Standby Power Consumption:
Maximum Resistance Load:

Maximum Inductive & Capacitive
Load:

Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions (L*W+H):

Net Weight:

Gross Weight:

ERGUI

. Metering type, get real-time data of power consumption.
. Support customized scene modes and linkage control.
- Manager the electricity by time setting, linkage control and peak-power limitation, s

250V AC, 50/60Hz
16A

=05W

2500W

1500W

Portable Type

Avec w ULIAM@

. Communication Mode: IEEE 802.15.4 {ZigBee/SmartRoom).
. Conform to the European standard; Support remote controlling the socket power.

-10°C~+45°C / =95%RH(noncondensing)

PC, White
112+57+78 (mm)
140g

357g
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®Smart Wall Plug (USA Type, Metering Type)

WL-ZSKMNPW-M3141-02

Conform to the USA standard; Support remaote controlling the
socket power, and get real-time data of power consumption.

K2

Avec w ULIAW

ERGUI
Features
1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom)
2. Overload protection, safe for use.
3. Metering type, get real-time data of power consumption.
4. Manager the electricity by time setting, linkage control and peak-power limitation, saving your
time.
n.c:m‘rﬂ—ﬂif:nmanai ey i 1fy
i Systern Indicator = ] Mainjsody
@ Applignce Plug
Parameter kS

| Power Parameter:
Maximum Rated Current:

| Standby Power Consumption:
Maximum Resistance Load:

Maximum Inductive & Capacitive
Load:

Installation Method:

| Working Temperature/Humidity:
Material & Color:

| Dimensions (L*W+H):
MNet Weight:

| Gross Weight:

125V AC, 50/60Hz
15A

=05W

1800w

1000W

Portable Type

-10°C~+45°C / = 95%RH(noncondensing)
PC, White

112+57+61 (mm)

130g

34ig
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[ ENVIRONMENTAL GUARD ] = wee WULIAN®

Avec cette fonction, notre objectif c’est d’offrir chaque jour,
un environnement convivial et sain. Grace aux détecteurs
de la qualité de lair, les utilisateurs de Keurgui-Smart
peuvent savoir en temps réel I'état de I’environnement de
leur intérieur. Mieux, ces détecteurs sont intelligemment
connectés (au systéme de ventilation, par exemple), pour
maintenir pur et frais I’air. Quand le thermomeétre grimpe, la

climatisation réagit et s’ajuste pour le confort des

occupants du batiment ou de la piéce concernée.
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B Smart CO2 Detector

WL-ZSSCNPW-DM-01

It can detect concentration of CO2 and work with other devices,

and applies to bedroom, study room, kitchen, bathroom, etc.

K2

wec WULIAN®

KERGUI -SMART
Features

1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom).

2. It can detect concentration of CO2 and link with Window Opener or other air
cleaning facility to keep indoor with fresh air, which all can be seen on App.

3. Shell adopts high impact-resisting materials, solid and durable.

Parameter

Power Parameter:

Detection Range:

Alarm Threshold:

Detecting Gas Type:

Maxirmum Power Consumption:
Standby Power Consumption:
Communication Distance:
Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions (diametersthickness):

Net Weight:

Gross Weight:

System Indicator

Detection Area

T /,/ SET Key

100-240V AC, 50/60Hz

400~2000 ppm

1200 ppm (default)

COz

<13W

< BW

300m (depend on specific environmental conditions)
Ceiling-mounted Type, Wall-hanging Type
-20°C~+50°C / =95%RH(noncondensing)
PC, White

98+46 (mm)

65g

305g
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B Smart Light Sensor

Curtain Controller

‘Wall Switch

Real-time Group Linkage

Apply to monitor indoor illumination;

Support linkage control with other devices in the place where
has requirement for lighting. For example, it can be installed in
front of window to realize group linkage with curtain by
detecting the light.

eatures

K2

KERGUI -SMART

Communication Mode: IEEE 802.15.4 (ZigBee/SmartRoom).

Real-time detect indoor light intensity.
Low power consumption, energy saving.
Advanced circuit and control chip can keep the device linked and prevent it from

dropping.

F

1

2. Wireless design, small size, easy to install.
3

4

b

wec WULIAN®

6. Group linkage with relevant devices like smart switches or curtain motor to realize

scene control.

7. Stylish and exquisite design.

Parameter
Power Parameter:
Standby Current:
Communication Distance:
Anti-visible Light:
Effective Light Receiving Angle:
Light Range:
Installation Method:

Working Temperature/Humidity:
Material & Color:

Dimensions (diameter+thickness):

Net Weight:
Gross Weight:

DC 3V, CR2*1
< 2uA

100m (depend on specific environmental conditions)

= 8000LUX

+60°

1-65535 Ix

Portable Type, Base-fixed

-20°C~+50°C / =95%RH({noncondensing)

PC, White
64*36 (mm)
50g

153g
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B Smart Temperature & Humidity Sensor

Support Group Lin

Bring Ease and Cor

WL-ZSSWBPW-TH-01

Apply to detect temperature & humidity indoors;
Support linkage control the places where have requirement for

temperature and humidity, such as kitchen, bathroom, baby
room, etc.

Features

K2

Avec w ULIAW

ERGUI

1. Communication Mode: IEEE 802.15 4 (ZigBee/SmartRoom)
2. It can detect temperature & humidity and send the data to App by ZigBee protocol.
So that user can control linked devices remotely to keep the indoor environment

healthy.

3. When the voltage of battery is too low, mobile terminals will receive under voltage
alarm to remind user of replacing battery.

4 Low power consumption, energy saving.

5. Wireless design, small size, easy to install.

6. Stylish and exquisite design.

Parameter

Power Parameter:

Standby Current:

Detection Power Consumption:
Communication Distance:

Measuring Temperature Range /
Precision:

Measuring Temperature Range /
Precision:

Installation Method:
Working Temperature/Humidity:
Material & Color;

Dimensions (diameter*thickness):

MNet Weight:

Gross Weight:

DC 3V, CR2*x1

< 2UA

< 10mA

100m (depend on specific environmental conditions)

(-10°C~0°C/+1°C) (0°C~+60°C/+0.5°C)
60°C~70°C/+1°C)

o%~95%RH/+4.5

Base-fixed

-10°C~+70°C / =95%RH{noncondensing)PC
PC, White

64*32 (mm)

39g

170g
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CO NTACT

Contact Person: Gabou DIOP,

Project Designer / Distributeur.

» Telephone:
@ (+221)-77 —655—-73 — 66 @I I‘*L S 2
= IR
9 (+ 221) —-70-914-15-15 Francais — English — Wolof
> E - M@il :
@ contact@bluegreen-universal.com L
Za\
Q contact@proxiphone.com
awee WULIAN
o
KERGUI - SMART
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